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MADE IN KOREA

 ∙ONVIF Pro�le S version 2.42 compliant         
               
 ∙H.265 Compression and Dual Stream(Main & Sub)       
                
 
 ∙Max. 15FPS@8MP(3840x2160) 4K UHD resolution       
                
 
 ∙1/2.9" CMOS Image Sensor and Crystal-clear Image technologies    
                
    
 ∙3.6mm Wide View, 24 IR LEDs, Digital WDR        
                
 ∙IEEE 802.3af/at Compliant PoE(Power Over Ethernet), DC12V     
                
   
 ∙Ai Intelligence (Intelligent detection, Voice alarm, Overlay settings)    
                
    
 ∙IP66 protection for Outdoor installation         
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Dimension
Cable 
Weather Proof

Power 

70.4 x 175.3 x 68.5 (mm)
Power(DC12V) / RJ-45

STATIC / DHCP

Streaming 

1 /2.9" CMOS IMAGE SENSOR
3840 (H) × 2160 (V)
0 Lux IR ON
3.6mm Fixed Lens
Supported 
24 pcs
Auto, Manual(1/30~1/10000)
Auto
AUTO, WEAK, NORMAL, STRONG

Shutter Speed
White Balance 
WDR 
3D-DNR
Sharpness 
Compression

Motion Detection
Privacy
Ethernet

Bitrate

AUTO, WEAK, NORMAL, STRONG
LEVEL(0~100)
H.265, H.264
15fps@8MP(2160P 4K UHD), 20ps@5MP(1624P)
25fps@4MP(1440P), 30fps@3MP(1296P), 2MP(1080P)
Main Stream & Sub Stream
CBR / VBR 
Supported 

IR Cut Filter for Day&Night

Image Sensor
Max. Pixel 
Min. illumination
Lens

IR LED

Connection

Supported 

Intelligent detection, Voice alarm, Overlay settings

Frame & Resolution

Stream

Protocol ONVIF(Pro�le-S version 2.42), P2P, CGI, HTTP, 
TCP/IP, IPv4, 

Current

Standard RTSP, HTTP
Less than 90% RH
-10~50 

℃

DC12V / PoE-802.3 af
IR OFF : 130mA(MAX)±10%
IR ON : 300mA(MAX)±10%

Operating Humidity
Operating Temperature

IP66
Ai Intelligence

RJ-45 (10/100 Base-T)


